
1.2MM GALVABOND
STEEL LOUVRE BLADES

38X38X1.6MM SHS
GALVANIZED PERIMETER

FRAME

200-300MM LOCKBOX
1.6MM GALVABOND.
INCLUDES PREPARATION
FOR MOST COMERCIAL
LOCKING MECHANISMS 

DOOR FINISHED IN
ZINC-RICH PRIME

OR POWDERCOATED

BLADES SECURED WITH
HEAVY DUTY RIVETS TO

THE FRONT & REAR

'Z' STYLE LOUVRE

STD CHEVRON
LOUVRE

LIETZKE HEAVY DUTY LOUVRE DOOR

DO NOT SCALE DRAWING.
DIMENSIONS IN MILLIMETERS.

Robin Perry 03/01/12 LKD - SEC 1CONFIDENTIAL: This drawing and its designs, specifications and engineering information 
disclosed hereon are the property of LIETZKE AUSTRALIA PTY. LTD. and are not to be 
disseminated or reproduced without the express written consent of LIETZKE AUSTRALIA 
PTY. LTD. This drawing is loaned in confidence and then only for the consideration of the 
matter disclosed hereon. In accepting the loan of this drawing, the recipient agrees to keep it 
and the matter disclosed hereon in confidence and not to use nor permit their use in any way 
detrimental to LIETZKE AUSTRALIA PTY. LTD.

Lietzke Australia PTY. LTD.
25 Circuit Court, Hendon SA 5014

Telephone (08) 8445 9999
Fax (08) 8347 2073

HEAVY DUTY LOUVRE

Sheet Size

A4

Drawing Number:Drawn:

Description

Material:

Checked:

Date:

Date:

DO NOT SCALE DRAWING.
DIMENSIONS IN MILLIMETERS.

Unless Otherwise Stated:
0 Dec. place 0.5mm
1 Dec. place 0.25mm
2 Dec. place 0.10mm
Holes: +0.25mm  -0mm
Angles: 0.25

GENERAL TOLERANCES:


	Sheet1
	Drawing View1
	Detail View  (1 : 3)
	Drawing View3
	Drawing View4


